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Issued to: CHANGZHOU EGING PHOTOVOLTAIC TECHNOLOGY 
CO LTD 

    18 Jinwu Rd Yaotang Pv Industrial Park 
Jintan,  Jiangsu 213213 
China 

 

Photovoltaic Modules and Panels This is to certify that 
representative samples of EG-155M48-C, EG-160M48-C, EG-165M48-C, EG-170M48-C, EG-175M48-C, 

EG-180M48-C, EG-185M48-C, EG-190M48-C; EG-180M54-C, EG-185M54-C, 
EG-190M54-C, EG-195M54-C, EG-200M54-C, EG-205M54-C, EG-210M54-C 

    
 

Have been investigated by Underwriters Laboratories in accordance with 
the Standard(s) indicated on this Certificate. 

 

Standard(s) for Safety: UL 1703 - STANDARD FOR FLAT-PLATE PHOTOVOLTAIC MODULES 
AND PANELS - Edition 3  - Revision Date 2008-04-08  
ULC/ORD-C1703-1 1st Edition 

 

Additional Information: See UL On-line Certification Directory at WWW.UL.COM for additional information. 

 

 Look for the UL Listing Mark on the product 
 
 

 
William R. Carney 
Director, North American Certification Programs 
Underwriters Laboratories Inc. 
Any information and documentation involving UL Mark services are provided on behalf of Underwriters Laboratories Inc. (UL) or any authorized licensee of UL. 
 
For questions, please contact a local UL Customer Service Representative at http://www.ul.com/global/eng/pages/corporate/contactus/ 

 Only those products bearing the UL Listing Mark for the US and Canada should be considered as being covered by 
UL's Listing and Follow-Up Service meeting the appropriate requirements for US and Canada. 

 The UL Listing Mark for the US and Canada generally includes: the UL in a circle symbol with “C” and “US” identifiers: 

 the word “LISTED”; a control number (may be alphanumeric) assigned by UL; and the product category name (product 
identifier) as indicated in the appropriate UL Directory. 
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EG-215M54-C; EG-200M60-C, EG-205M60-C, EG-210M60-C, EG-215M60-C, EG-220M60-C, EG-
225M60-C, EG-230M60-C, EG-235M60-C; EG-240M72-C, EG-245M72-C, EG-250M72-C, EG-
255M72-C, EG-260M72-C, EG-265M72-C, EG-270M72-C, EG-275M72-C, EG-280M72-C, EG-
285M72-C; EG-150P48-C, EG-155P48-C, EG-160P48-C, EG-165P48-C, EG-170P48-C, EG-175P48-
C, EG-180P48-C, EG-185P48-C; EG-175P54-C, EG-180P54-C, EG-185P54-C, EG-190P54-C,EG-
195P54-C,EG-200P54-C,EG-205P54-C,EG-210P54-C; EG-195P60-C, EG-200P60-C, EG-205P60-C, 
EG-210P60-C, EG-215P60-C, EG-220P60-C, EG-225P60-C, EG-230P60-C; EG-235P72-C, EG-
240P72-C, EG-245P72-C, EG-250P72-C, EG-255P72-C, EG-260P72-C, EG-265P72-C, EG-270P72-
C, EG-275P72-C, EG-280P72-C.  


